SIEMENS

JlncT paHHbIX aCUMHXPOHHOro KOPOTKO3aMKHYTOro apurarensi

Datasheet for three-phase Squirrel-Cage-Motors

JaHHble onsa 3akasa 1LE1002-1BA22-2KA4

Ordering data:

KnweHT-3aka3s-Ne / Client-order-no.:
3akas-Ne / Order-no.:

Ne npennoxenus / Offer-no.:
MpumeyaHne / Remarks:

Ne noawuuwmm / item-no.:
HaknagnHas-Ne / Consignment-no.:
MpoexkT / Project:

onekTpuyeckune gaHHble / Electrical data:

OcHoBHbIe gaHHele / General data:

HOMUHaNbHOe HanpsxeHue

Rated motor voltage (22) 230VD/400VY 50Hz, 460VY 60Hz

vyacTtoTta
Frequency 50 Hz 60 Hz
HOMWHaNbHas MOLWHOCTbL ABuUraTens
Rated motor power 4.00 kW 4.00 kW
HOMWHanbHas CKOpoCTb ABurarens . .
Rated motor speed 2930 1/min 3525 1/min
HOMUWHAbHbIA MOMEHT aBuUratens
Rated motor torque 13.0Nm 10.8 Nm
VD VY VY

HOMWHanbHbIV ToK asuratens (IE)
Rated motor current (IE) Lasl A 1 A 2l &
NyCKOBOW/HOMWHANbHbIA TOK ABUraTens 73 75
Starting- / rated motor current ’ ’
MakcUManbHbIA/HOMUHANBHBIA MOMEHT LBU; 3.7 38
Breakdown / rated motor torque ’ ’
NyCKOBOW/HOMWHANbHbIA MOMEHT ABUratens 27 27
Starting- / rated motor torque ’ ’
Knacc adpPeKkTMBHOCTN

= IE1 IE1
Efficiency class

4/4 3/4 2/4 4/4 3/4 2/4

Krn (60034-2-1)
Efficiency (60034-2-1) 83.1%| 83.8% | 82.2% | 84.5% | 84.5% | 83.5%
KO3(PPULNEHT MOLLHOCTH
Power factor 0.86 | 0.80 | 0.68 | 0.88 | 0.85 | 0.78
3awmuTa gsuraTens (A) without (Standard)
Motor protection (A) without (Standard)

MOMNOXEHVE KNEMMHO KOPOBKM
Terminal box position

(4) terminal box - on top
(4) terminal box - on top

TMropaamep
Frame size

€Nocob MOHTaXHOro NCMOMHEHUS
Type of construction

Bec B kr, 63 AononHuTensHOro o6opyAoBaHnst

112M

IM B14 / IM3601

Weight in kg, without optional accessories 25.0kg
maTtepuan Kkopnyca aluminum
Frame material aluminum
CTeneHb 3awmnTbl P55
Degree of protection

Cnocob oxnaxnaeHus, TEFC IC 411
Method of cooling, TEFC IC 411
Knacc Bubpaumn A (Standard)

Vibration class

M3onauus 155(F) to 130(B)
Insulation 155(F) to 130(B)
pexum paboTbl - )
Duty type S1 = continuous operation
HanpaeneHwne BpaweHus bidirectional
Direction of rotation bidirectional

KnemmHas kopobka / Terminal box:

MexaHnunveckune naHHbele / Mechanical data:

Lym 50Mu/60MMy

martepuan KneMMHo Kopobku Aluminum
Material of terminal box Aluminum
Tun

Type TB1 FOO
pe3bba Knemm Ma
Terminal screw thread

Makc.nnowanb nonepeyHoro ceveHusi kabens 4.0 mm2

Max. cable cross-sectional area

nmametp kabens oT ... 4o ...
Cable diameter from ... to ...

KabenbHbIi BBOA,

11.0 mm - 21.0 mm

Cable entry 2xM32x1,5
KabenbHblli BBOA, 2 plugs
Cable gland 2 plugs

CneunansHoe ncrionHeHne / Special configurations:

Noise 50 Hz/60Hz 69.0(A) ‘ 730A)
MOMEHT nHepLmmn

Moment of inertia LB i
MopwwnnHuk MpK / HellpK

Bearing AS | BS 6206 2ZC3 6206 2ZC3
YNOpHbI NOAWNMHNK pre-stressed Bearing NDE
Locating bearing pre-stressed Bearing NDE
JpeHaxHble 0TBepCcTua No

Drain holes No
YCTpOICTBO 3aMeHbI CMa3Kn No
Regreasing device No

Twn cmaskm

Type of lubrication
WHTepBan 3aMeHbl cMaskm
Relubrication interval
BHewHee 3a3emneHne
External earthing

MokpbiTre

Coating

Esso Unirex N3

40000 h

No
No

-9

Special finish in RAL 7030 stone gray
Special finish in RAL 7030 stone gray

B3pbIBO3alumnta / Explosion protection:

Twvn 3aWmnThbI
Type of protection

without (Standard)
without (Standard)

Ycnosus yctaHosku / Site conditions:

Temneparypa OKpyXalowen cpeabl

Ambient temperature

BbICOTa YCTAHOBKM Haf, YPOBHEM MOpPS

Altitude above sea level

cTaHm4apTbl U cneundokauum

Standards and specifications

[aHHble 3aKka3a 1 TexHu4eckne LaHHble MoryT BbiTb namMeHeHbl. MoryT 6biTb pasnuyast M/4y pacyéTHbIMU LaHHbIMU U AaHHbIMK Ha wunbauvke. Technical and

-20.0 °C - +40 °C

1000

m

IEC, DIN, ISO, VDE, EN
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