SIEMENS

JlncT paHHbIX aCUMHXPOHHOro KOPOTKO3aMKHYTOro apurarensi
Datasheet for three-phase Squirrel-Cage-Motors

3akasaHHble AaHHble 1LE1002-1BB23-4AA4

Ordering data:

KnmeHT-3akas-Ne / Client-order-no.: Ne noswumm / ltem-no.:

3akas-Ne / Order-no.: HaknapHas-Ne / Consignment-no.:
Ne npennoxenus / Offer-no.: NpoexT / Project:

npumeyaHue / Remarks:

onekTpuyeckune gaHHble / Electrical data: OCHOBHble faHHble / General data:
HOMUWHaNbHOE HanpsiXeHne Tmropaamep
Rated motor voltage (34) 400VD/690VY 50Hz, 460VD 60Hz Frame size 112M
yacTtoTa crnocob MOHTaXHOro UCMONHEHUS!
Frequency oz 2ol Type of construction 1Y
HOMUHaNbHas MOLWHOCTb BeC B Kr, 6e3 onuuii
4.00 kKW 4.60 KW g
Weight in kg, without optional accessories 27.0kg
HOMWHasnbHas CKopoCTb 1435 1/min 1730 1/min marepwuan kopnyca Aluminum
Frame material Aluminum
HOMUHANbHbI MOMEHT 27.0 Nm 25.0 Nm CTeneHb 3alnThl P55
Degree of protection
. e A e crnocob oxnaxnaexusi, TEFC IC 411
HOMWHaNbHbIV TOK ABUraTens 82A 48A 79A Method of cooling, TEFC IC 411
o o knacc smbpauum
NYCKOBOW/HOMWUHANbHbIA TOK 53 58 Vibration c,fssu A (Standard)
o = nsonaumnsa 155(F) to 130(B)
MakcUMarnbHbIA/HOMUHANbHBI 26 27 Insulation 155(F) to 130(B)
NyCKOBOW/HOMWUHaNbHbIN 22 21 gﬁ;ﬂ;)gaéom S1 = continuous operation
Knacc acppeKTNBHOCTM Hanpas/ieHne BpaweHns bidirectional
Efficiency class IE1 IE1 Direction of rotation bidirectional
4/4 3/4 2/4 4/4 3/4 2/4 . R
KL, (60034-2-1) knemmHas kopobka / Terminal box:
Effici 60034-2-1 83.1%| 84.5% | 84.0% | 85.0% | 85.0% | 84.0% —
iciency ( -2-1) matepuan KneMMHow Kopobku Aluminum
KO3(OPULMEHT MOLHOCTK 085 | 078 | 065 | 085 | 081 | 0.73  Material of terminal box Aluminum
Power factor ’ ’ ’ : ’ ’ T
3awwTa gguratens (A) without (Standard) Type TB1 F00
Motor protection (A) without (Standard) 23663 KNeMM
NMOMOXEHNEe KNeMMHOM (4) terminal box - on top ?’erminal screw thread M4
(4) terminal box - on top
MakcmmarnbHoe cedeHne kabens 4.0 mm2
5 O mm
Max. cable cross-sectional area
nmametp kabens oT ... 4o ... )
Cable diameter from ... to ... 11.0mm - 21.0 mm
. KabenbHbll BBOA
MexaHun4eckune gaHHble / Mechanical data: Cable entry 2xM32x1,5
kabesnbHble CanbHVKOBbIE YNNOTHEHNSA 2 plugs
wym 50Mu/600My
Noise 50 Hz/60Hz 58.00 dB 62.00 dB Cable gland 2 plugs
MOMEHT MHepL MU : ’ :
o 0.01 kg m? crieumasibHoe ucrionHerne / Special configurations:
nogwunHuk AS | BS
Bearing AS | BS 6206 2ZC3 6206 2ZC3
3a(PnKCUPOBaHHbIN re-stressed Bearing NDE
dorkemp p 9
pre-stressed Bearing NDE
OpeHaxHble 0TBepCTmA No
Drain holes No
HUNEeNb AN 3aMeHbl U MOMNONIHEHNSI CMa3Ku No
Regreasing device No
TUN CMasblBaHNS .
Type of lubrication Esso Unirex N3

NHTEepBabl NepecMa3blBaHNA

Relubrication interval at 40°C AT 9
BHellHee 3a3eMneHve No
External earthing No
oKpacka Special finish in RAL 7030 stone gray
Coating Special finish in RAL 7030 stone gray
B3pbIBO3alumnta / Explosion protection:
TMN 3awWwuTbl without (Standard)
Type of protection without (Standard)
ycrnosus yctaHosku / Site conditions:

Temnepartypa okpyxatowen cpenbl
Ambient temperature

BblCOTa YCTAHOBKW HaL, YPOBHEM MOpPS
Altitude above sea level

cTaHm4apTbl U cneundokauum
Standards and specifications

-20.0 °C - +40 °C
1000 m

IEC, DIN, ISO, VDE, EN

[aHHble 3aKka3a 1 TexHu4eckne LaHHble MoryT BbiTb namMeHeHbl. MoryT 6biTb pasnuyast M/4y pacyéTHbIMU LaHHbIMU U AaHHbIMK Ha wunbauvke. Technical and
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